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PHYSICAL INFRASTRUCTURE SYSTEMS

QuickNet ™ Plug Pack Removal Tool

• Allows individual patch cords to be removed from a plug
pack without disruption of other network connections

• Compatible with 6, 8, and 12-pack QuickNet ™ Plug 
Pack Assemblies

QuickNet ™ Plug Pack Assemblies available on pages B.6 and B.7 of SA-NCCB51.

QuickNet ™ Plug Pack Lock-in Device
• Prevents unintentional removal of QuickNet ™ Plug Pack

Assembly from the switch 

• Marker tie (included with assembly) can be used 
to connect plug pack and lock-in device for additional 
level of security

• Two recommended per plug pack

QPPLD6-X Recommended quantity two QPPLD6 per 6-pack plug pack, four QPPLD6 per 12-pack plug pack, and two
QPPLD8 per 8-plug pack plug pack.

QuickNet ™ Plug Pack Assemblies available on pages B.6 and B.7 of SA-NCCB51.
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QPPRT Removal tool allows individual patch cords to be removed from a plug pack
without disruption of other network connections.

1
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QPPLD6-X Lock-in device prevents unauthorized removal of patch cords from 6 and
12-pack plug pack.

10 100

QPPLD8-X Lock-in device prevents unauthorized removal of patch cords from 
8-pack plug pack. Recommended quantity two per 8-pack.

10 100
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QPP6BU* QuickNetTM Plug Pack accepts six RJ45 modular plugs. 1 10

QPP8BU* QuickNetTM Plug Pack accepts eight RJ45 modular plugs. 1 10

QPP12BU* QuickNetTM Plug Pack accepts twelve RJ45 modular plugs. 1 10

QPPR6S QuickNetTM Recessed Plug Pack accepts six RJ45 modular plugs. 1 10

QuickNet ™ Plug Pack Housings
• Facilitate quick and easy connection and disconnection 

of multiple patch cords, simultaneously to a variety of
switches, reducing time and cost associated when
installing and maintaining structured cabling links

• Available in 6, 8, or 12-pack configurations for optimal
switch compatibility

• Recessed version available when additional clearance is
required at the switch port

• Integrated finger latch enables quick, one-handed
installation and removal from switch 

• Low profile design allows assemblies to be installed side
by side or stacked on top of each other providing
maximum port density in high density installations

• Marker ties enable easy identification in high density
installations and provides additional level of security when
used with optional lock in device

• Optional removal tool (QPPRT) facilitates removal of
individual cable links without disrupting service to other
network connections

• Optional lock in device (QPPLD6-X or QPPLD8-X)
prevents unintentional removal of assembly from the
switch for an additional level of security

*For standard colors other than BU (Blue), replace BU in part number with BL (Black), RD (Red), or WH(White).

Recessed Plug Pack available in silver only.

QPP6BU

QPPR6S


